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casing pipe @D
/7 (STEEL PIPE PER ITEM 806.04 OR

REINFORCED CONCRETE PIPE PER ITEM 806.03)

MOLDED SYNTHETIC RUBBER END SEAL

(SEE DETAIL BELOW) /
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CASING SPACERS PER PIPE SECTION

PROVIDE A MINIMUM OF THREE EVENLY SPACED

PROVIDE ADDITIONAL CASING SPACER

WITHIN TWO FEET OR EACH END OF CASING

|

CASING PIPE SIZE BASED ON TYPICAL BELL O.D.
OF D.I. RESTRAINED JOINT PIPE MANUFACTURED

SIZE MAX. MIN. SMOOTH
WATER BELL STEEL CASING
MAIN 0.D. PIPE REQD.
8" 10.19" 16"
8" 13.19" - 18"
12" 17.25" 24"
16" 22,38" 30"
20" 27,25" 36"
24" 31.56" 42"
30" 38.75" 48"
36" 45.00" 54"
42" 51.25" 60"
48" 58.00" 66"
54" 65.63" 72"
60" 72.38" 84"
STAINLESS
STEEL BAND MOLDED SYNTHETIC
RUBBER END SEAL
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AND NOMINAL GONCRETE PIPE SIZE.

* NUMBER COF RUNNERS/RISERS PER
MANUFACTURER'S STANDARD.,

RUNNER

CENTERED AND

END SEAL

RESTRAINED CASING SPACGER

CITY OF COLUMBUS

DIVISION OF WATER

DEPARTMENT OF PUBLIC UTILITIES

APPROVED:

STANDARD DETAIL

CASING PIPE, SPACERS
AND END SEALS
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